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Body protector against impact, shot, and stabbing - has several overlapping, 
partly shiftable, plate-shape stabbing protectors in body worn protective jacket. 

Patent Number: DE4214543 

Publication date: 1993-1 1-04 

Inventor(s): BOPP WOLFGANG (DE); STABENAU HANS-G (DE); NOWITZKI GUENTER (DE) 

Applicant(s): SST SICHERHEITS UND SYSTEMTECH (DE) 

Requested Patent: □ DE4214543 

Application Number: DE19924214543 19920429 
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IPC Classification: F41H1/02; A61D13/00 

EC Classification: A41 D31/00C10, F41H1/02, A41D1 3/015 

Equivalents: 



Abstract 



The protective jacket (14, 15) is worn on the user's body. It contains several overlapping and partly shiftable, stabbing 
resistant, plate-shaped protective members (23a-c), under which is a bullet-proof protection (21, 22) over a shock 
absorber (19, 20). 

Pref. the protector has an articulated arm protections (25, 25a) and leg protections (29, 29a), both with joints (26, 26a). 
The arm and leg protections are typically of three-quarter sheet cross section with lower extensions. 
USE/ADVANTAGE - For police and anti-riot personnel, with increased body protection and mobility. 
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4) Dynamischer, teilflexibler Korperschutz gegen Schlag-, SchuB- und Stichwaffenangriffe 

7) Korperschutz fur zu schutzenden Vollzugspersonen gegen ./J 
SchuG-, Stich- und Schlagangriffe, mit in einer am Korper zu 
tragenden Schutzhulle mit mehreren, einander iiberlappen- 
den und teilweise gegeneinander verschiebbaren, stichfe- 
sten, plattenformigen Stichschutzmittel (23. 23a', 23b, 23c). 
Unter den Stichschutzmittein (23a, 23a', 23b, 23c) sind ein 
Kugelschutz und unter dem Kugelschutz ein Schockabsorber 
angeordnet. 



< 

in 



LU 

Q 




Die folgenden Angaben sind den v 



eingereichten Unterlagen entnommen 
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